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The ROGERS STEALTH is a structured, unitized dump body built of 3/16"
AR plate sides, front, and tailgate. The floor is 1/4” AR steel with no cross
members. The absence of side posts allows the side panels to flex when
absorbing heavy loads then resume its original form. The smooth sides
and bottom make cleaning much faster and easier. Additionally, the large
unobstructed side surface allows for good advertising opportunities.
Standard features include 16 foot body length, 50-inch sides and 56-inch
straight or sloping tailgate, electric tarp assembly, 8-inch push-bumper,
and air-latch tailgate with spreader chains. The tailgate hinges are
ROGERS standard pins and bushings with grease fittings.

S SERIES - STEALTH

Body pictured shows optional
custom lime green paint and
hydraulic Hi-Lift Tailgate

“ROGERS - Another Word for Quality”
This has been our slogan as a
trusted dump body manufacturer
since 1946. Coast to coast, each
ROGERS body is custom designed
to match our customer’s specific use.
Collaborate with our sales team
to design and build the exact body
that best suits your truck’s needs.
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STANDARD S SERIES SPECIFICATIONS & MATERIAL:

o CYLINDER: Front telescopic

o PUSH BUMPER: Constructed of 3” schedule 80 pipe with 3/8" plate

o TAILGATE: 3-section with two horizontal angled braces to shed
material and dirt shedding angle on top of tailgate. Forged tailgate
latch for maximum performance

« SIDE TOPRAIL MATERIAL: 4" x 4"x 3/16" tubing

o« FRAME: 10”x 2"x 3/16" A572-GR tubing longitudinals with full depth
front cross-members

o HOISTWELL MATERIAL: 1/4” AR450 steel

o PAINT: Primed and painted with.two part acrylic urethane in traditional
ROGERS black

» LIGHTS: Standard light package consists of LED marker lights and rear
post stop/turn LED lights conforming to FMVSS #108

o CABSHIELD: 20" length in full width or notched/offset for truck
exhaust

o STEPS: Outside grip step rungs, inside flat bar steps,

« Additional Features: Rear & front rubber mudflaps, in-cab controls;
safety supports

ROGERS'trademark hydraulic hi-lift tailgate is an
industry leader in design and performance.

NON STANDARD OPTIONAL EQUIPMENT
« Auxiliary Air Axles SHER )
- Dirt-Shedding Angle on Side/Tailgate ﬁwuaﬂ”\%yrrfl;;ah;ltoaaﬂes il i it
« Multiple Cabshield Designs & Lengths
« Custom Side & Tailgate Heights
« Wood/Metal Sideboards
« SlopingTailgate
« Coal chute in tailgate
« 2-Way Barn Door Tailgate
- Watertight Tailgate
« Pintle Hitches - 15 to 50 Ton
« Diamond Tread Aluminum Paneling
« Special Lighting & Paint Options
« ROGERS SpreaderGate
« Hydraulic Hi-Lift Tailgate i
Snow & Ice Setups for Plows/Spreaders We offer pintle hitch installations in a variety of tow
: capacities and mounting plates to suit your trucks rear
Various Push Bumper Lengths configuration.
Specialty In-Cab Controls

ROGERS S SERIES TECHNICAL DATA

Length (ft.) 16 17 18 19

Model Number 160 S 170:S 180 S 190S 200S
Truck CA/CT* (in.) 133-138 145-156 156-166 166-176 177-190
Side Height (in.) 50 50 50 50 50
Tailgate Height (in.) 56 56 56 56
Cubic Capacity (cu. yds.)* 19.9 21.1 22.4 23.7 24.9

*_Cubic capacity shows the increase with 6" board
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